TEARDROP LIGHTING
Kyodo Teardrop Lighting fixture features a narrow, airfoil design which minimizes turbulence in cleanrooms requiring a unidirectional air flow. The fixture is suitable for use in ISO Class 3 to ISO Class 8 (Class 1 to Class 100,000) cleanroom environments. Our lighting fixture housing is totally sealed to prevent infiltration of contaminants. Applications include but not limited to cleanrooms, technical and biomedical labs, food processing centers and pharmaceutical labs.

- Teardrop-shaped fluorescent lighting fixture designed to eliminate particulate and vapor contamination in a clean room environment.
- Fitting ISO Class 3 to ISO Class 8 (Class 1 to Class 100,000)
- The narrow airflow design minimizes air flow disruption in laminar flow areas.
- Easy installation on cleanroom ceiling grid.
KYODO-ALLIED TECHNOLOGY PTE LTD
Sales Office and Factory:
8 Pandan Crescent #01-06, Singapore 128464
Tel: (65)6265-1311    Fax: (65)6265-8100
Website: www.kyodo.com.sg

KYODO-ALLIED (MALAYSIA) SDN. BHD.
K.L. Office:
Tel: (03)7958-7641 / 7958-7724
Fax: (03)7958-7614
J.B. Office:
Lot 854 Jalan Sengkang,
81000 Kulai, Johor, Malaysia
Tel: (07)6637-467-9    Fax: (07)6637-290

KYODO-ALLIED (THAILAND) CO., LTD.
Bangkok Office:
1475 Soi Ladprow 94 (Phanjamit), Ladprow Road,
Wongthonglang, Bangkok 10310, Thailand
Tel: (02)559-2790 / 559-2791
Fax: (02)559-2792

KYODO-ALLIED TRADING (SHANGHAI) CO., LTD.
Room 2509 Zhong Cheng Building,
No. 818 Dong Fang Road,
Shanghai Pudong 200122 China
Tel: (86)21-6360-7138    Fax: (86)21-6360-7137